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=7?xml version="1.0" encoding="UTF-8" ¥ =
- =GetRecord xmins="http:f fwww. openarchives.org/0AIf1.1 f0AI_GetRecord"
emins:xsi="http: f fwww.w3.orgf 2001 fEMLSchema-instance”
xsiischemalocation="http:f fwww.openarchives.orgf0AIf1.1/0AI_GetRecord
http:f fwww.openarchives.orgf0AIf1.1 f0AI_GetRecord.xsd"=
=responseDate=2001-08-18T18:03:28-05:00=/responseDate =
=requestURL=http: f fscholar.lib.vt.edu:80thesesfOAl fcgi-binfindex.pl?

verb=GetRecord&metadataPrefiix=oai_etdms&identifier=o0ai:¥TETD:etd-
520112859651791 < /requestURL>
- <record =

- =header=
=identifier=0ai:¥TETD:etd-520112859651 791 = /identifier=
=datestamp=1996-06-05=</datestamp=

< /header =
- «metadata=

- =thesis xmins="http:f fwww.ndltd.orgfstandards fmetadata fetdms 1.0/
xsiischemalLocation="http:f fwww.nditd.orgfstandards fmetadatafetdms 1.0/
http:f fwww. nditd.orgfstandards fmetadatafetdmsf1.0fetdms. xsd" =
=title =Analysis of Tow-Placed, ¥Yariable-5Stiffness Laminates </ title =
<creator=Waldhart, Chris</creator =
=subject=variable-stiffness laminates«/subject>
<subject=curvilinear fibers</subject>
<subject=tow placement machine</subject=>
<subject=buckling=/subject=
=description=It is possible to create laminae that have spatially varying fiber

orientation with a tow placement machine. & laminate which is composed of
such plies will have stiffness properties which vary as a function of position.

Previnns wark had madelled surh variahle-stiffness laminae hv takinn a
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